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Αριθμός 788 
Ο ΠΕΡΙ ΤΥΠΟΠΟΙΗΣΗΣ, ΔΙΑΠΙΣΤΕΥΣΗΣ ΚΑΙ ΤΕΧΝΙΚΗΣ 

ΠΛΗΡΟΦΟΡΗΣΗΣ ΝΟΜΟΣ (ΝΟΜΟΣ 156(1) ΤΟΥ 2002) 

Γνωστοποίηση βάσει του άρθρου 5(γ) του Νόμου 156(1) του 2002 
Με το παρόν γνωστοποιείται ότι με βάση το άρθρο 5(γ) του Νόμου 

156(1) του 2002, περί Τυποποίησης, Διαπίστευσης και Τεχνικής Πληροφόρησης, 
ο Κυπριακός Οργανισμός Προώθησης Ποιότητας υιοθέτησε και εξέδωσε ως 
Κυπριακά Πρότυπα τα πιο κάτω Ευρωπαϊκά Πρότυπα: 



7506 

0.1 GENERALITIES. TERMINOLOGY. 
STANDARDIZATION. DOCUMENTATION 

CYSENDocument: 

CYSENIS017659:2004 

CYSE.N!SQ8384:2001-

issl 

CYSEN13617-1:2004-

issl 

CYSEN14227-2:2004 

CYSENISO3098-2:2000-

issl 

CYSENISO3098-3:2000-

issl 

CYSENISO3098-6:2000-

issl 

Title \·' ■"■ ,·.':-.■.' 

Welding — Multilingual terms for welded 
joints with illustrations 

Ships and marine technology - Dredgers -
Vocabulary 

Petrol filling stations — Part 1: Safety 
requirements for construction and 
performance of metering pumps, 
dispensers and remote pumping units 
Hydraulically bound mixtures — 
Specifications — Part 2: Slag bound 
mixtures 

Technical product documentation — 
Lettering — Part 2: Latin alphabet, 
numerals and marks 

Technical product documentation -
Lettering - Part 3: Greek alphabet 

Technical product documentation — 
Lettering — Part 6: Cyrillic alphabet 

ICS1 

01.040.25 

01.040.47 

01.040.75 

01.040.93 

01.100.01 

01.100.01 

01.100.01 

Withdrawn 

S/S CYS EN 
12345:1999 
= W/D 

S/S CYS EN 
ISO 
8384:2001 = 
W/D 
S/S CYS EN 
13617-

1:2004 = 
W/D 

S/S CYS EN 
ISO 3098-

2:2000 = 
W/D 
S/S CYS EN 
ISO 3098-

3:2000 = 
W/D 
S/S CYS EN 
ISO 3098-

6:2000 = 
W/D 



7507 

|0.7 MATHEMATICS-NATURAL SCIENCES 

CYSENDocument: 

CYSENVISO/TR13843:2 
001-iss1 

CYSENISO9308-3:1999-

issl 

Title 

Water quality - Guidance on validation of 
microbiological methods 

Water quality — Detection and 
enumeration of $71 Escherichia Coli$7R and 
coliform bacteria in surface and waste 
water — Part 3: Miniaturized method (Most 
Probable Number) for the detection and 
enumeration of Ε coli in surface and waste 
water 

ICS1 

07.100.20 

07.100.20 

Withdrawn 
S/S CYS 
ENV ISO/TR 
13843:2001 
= W/D 

S/S CYS EN 
ISO 9308-

3:1999 = 
W/D 



7508 

111 HELTH CARE TECHNOLOGY 

CYSENDocument: 

CYSEN740:1999-iss1 

CYSENISO10651-

2:2004 

CYSENISO10651-

6:2004 

CYSEN 13544-1:2001 

CYSEN794-1:1997-iss1 

CYSENISO8362-1:2004 

CYSENISO8362-4:2004 

CYSEN62083:2001-iss1 

CYSEN60601-2-39:1999 

CYSENISOI 562:2004 

CYSENISO10477:1996-

issl 

CYSENISO7786:2001-

iss! 

Title V '■■■■->■■■*:■■ '■'
Λ
ν

: :
" ■-:

:
"
; 

Anaesthetic workstations and their 
modules — Particular requirements 

Lung ventilators for medical use.-— 
Particular requirements for basic safety 
and essential performance — Part 2: Home 
care ventilators for ventilator-dependent 
patients 
Lung ventilators for medical use — 
Particular requirements for basic safety 
and essential performance — Part 6: Home 
care ventilatory support 
devices 

Respiratory therapy equipment— Part 1: 
Nebulizing systems and their components 

Lung ventilators — Part 1: Particular 
requirements for critical care ventilators 

Injection containers and accessories — 
Part 1: Injection vials made of glass tubing 

Injection containers and accessories — 
Part 4: Injection vials made of moulded 
glass 

Medical electrical equipment -
Requirements for the safety of radiotherapy 
treatment planning systems 

Medical electrical equipment — Part 2-39: 
Particular requirements for safety — 
Specification for peritoneal dialysis 
equipment 

Dentistry — Casting gold alloys 

Dentistry— Polymer based crown and 
bridge materials 

Dental rotary instruments - Laboratory 
abrasive instruments 

ICS1 

11.040.10 

11.040.10 

11.040.10 

11.040.10 

11.040.10 

11.040.20 

11.040.20 

11.040.60 

11.040.99 

11.060.10 

11.060.10 

11.060.20 

Withdrawn 

S/S CYS EN 
740:1999 = 
W/D, W/D 30 
November 
2009 

S/S CYS EN 
794-2:1997 = 
W/D 

S/S CYS EN 
794-1:1997 = 
W/D 

S/S CYS EN 
28362-

1:1993 = 
W/D 
S/S CYS EN 
28362-

4:1993 = 
W/D 

S/S CYS EN 
62083:2001 
= W/D 

S/S CYS EN 
50072:1992 
= W/D 

S/S CYS EN 
ISO 
1562:1995 = 
W/D 
S/S CYS EN 
ISO 
10477:1996 
= W/D 
S/S CYS EN 
ISO 
7786:2001 = 
W/D 



7509 

CYSENIS021530:2004 

CYSENISO6360-4:2004 

CYSENISO6360-6:2004 

CYSEN14204:2004 

CYSEN 14254:2004 

Dentistry — Materials used for dental 
equipment surfaces — Determination of 
resistance to chemical disinfectants 
Dentistry — Number coding system for 
rotary instruments — Part 4: Specific 
characteristics of diamond instruments 
Dentistry— Number coding system for 
rotary instruments — Part 6: Specific 
characteristics of abrasive instruments 
Chemical disinfectants and antiseptics — 
Quantitative suspension test for the 
evaluation of mycobactericidal activity of 
chemical disinfectants 
and antiseptics used in the veterinary area 
— Test method and requirements (phase 
2, step 1) 

In vitro diagnostic medical devices — 
Single-use receptacles for the collection of 
specimens, other than blood, from humans 

1.1.060.20 

11.060.25 

11.060.25 

11.080.20 

11.1 



7510. 

ENVIRONMENT AND HEALTH 
PROTECTION. SAFETY 

CYSENDocument: 

CYSCEN/TS14405:2004 

CYSEN 13427:2004 

CYSENISO9920:2003 

CYSEN12255-5:1999-

issl 

CYSENISO9308-1:2000-

issl 

CYSENISO9377-2:2000-

issl 

CYSEN60335-2-9-.2003-

issl 

CYSENISO11064-

3:2000-iss1 

CYSENISO11064-

4:2004 

CYSEN50073:1999-isr1 

CYSCEN/TR14715:2004 

CYSENV1993-1-2:2001-

issl 

Title '
:
-·.τ-

;
-·· ' 

Characterization of waste — Leaching 
behaviour tests — Up-fiow percolation test 
(under specified conditions) 

Packaging — Requirements for the use of 
European Standards in the field of 
packaging "and packaging waste 

Ergonomics of the thermal environment — 
Estimation of the thermal insulation and 
evaporative resistance of a clothing 
ensemble 

Wastewater treatment plants — Part 5: 
Lagooning processes 

Water quality - Detection and enumeration 
of Escherichia coli and coliform bacteria -
Part 1: Membrane filtration method 

Water quality - Determination of 
hydrocarbon oil index - Part 2: Method 
using solvent extraction and gas 
chromatography 

Household and similar electrical appliances 
— Safety — Part 2-9: Particular 
requirements for grills, toasters and similar 
portable cooking appliances 

Ergonomic design of control centres - Part 
3: Control room layout 

Ergonomic design of control centres — 
Part 4: Layout and dimensions of 
workstations 
Guide for selection, installation, use and 
maintenance of apparatus for the detection 
and measurement of combustible gases or 
oxygen 
Safety of machinery — Ionizing radiation 
emitted by machinery — Guidance for the 
application of technical standards in the 
design of machinery 
in order to comply with legislative 
requirements 

Eurocode 3: Design of steel structures — 
Part 1.2: Genera! rules — Structural fire 
design 

ICS1 

13.030.10 

13.030.99 

13.040.20 

13.060.30 

13.060.30 

13.060.50 

13.12 

13.13 

13.18 

19 9 

13.220.10 

13.220.20 

Withdrawn 

S/S CYS EN 
13427:2000 
= W/D 

S/S CYS EN 
12255-

5:1999 = 
W/D 
S/S CYS EN 
ISO 9308-

1:2000 = 
W/D 
S/S CYS EN 
ISO 9377-

2:2000 = 
W/D 

S/S CYS EN 
60335-2-

9:2003 = 
W/D 

S/S CYS EN 
ISO 11064-

3:2000 = 
W/D 

S/S CYS EN 

= W/D 

S/S CYS 
ENV 1993-1-

2:2001 = 
W/D 



7511 

CYSEN12259-1:1999-
iss2 

CYSEN12416-1:2001-
issl 

CYSEN50289-4-12:2004 

CYSEN1366-7:2004 

CYSEN1300:2004 

CYSCLCTS50131-2-
5:2004 

CYSEN966:1996-iss1 

CYSEN14360:2004 

CYSEN342-2:2004 

CYSEN795:1997-iss1 

Fixed firefighting systems — Components 
for sprinkler and water spray systems — 
Part 1: Sprinklers 

Fixed firefighting systems — Powder 
systems — Part 1: Requirements and test 
methods for components 

Communication cables — Specifications 
for test methods — Part 4-12: 
Environmental test:methods — Vertical 
flame spread t*st on bunched small 
communication cables 
Fire resistance tests for service 
installations — Part 7: Conveyor systems 
and their closures 

Secure storage units — Classification for 
high security locks according to their 
resistance to unauthorized opening 

Alarm systems — Intrusion systems — 
Part 2-5: Requirements for combined 
passive infrared and ultrasonic detectors 

Specification for helmets for airborne 
sports 

Protective clothing against rain — Test 
method for ready made garments — 
Impact from above with high energy 
droplets 

Protective clothing — Ensembles and 
garments for protection against cold 

Protection against falls from a height — 
Anchor devices — Requirements and 
testing 

13.220.20 

13.220.20 

13.220.40 

13.220.50 

13.31 

13.32 

13.340.10 

13.340.10 

13.340.10 

13.340.20 

S/S CYS EN 
12259-
1:1999-iss1 
= W/D 
S/S CYS EN 
12416-
1:2001 = 
W/D 

S/S CYS 
ENV 
1300:1999 = 
W/D 

S/S CYS EN 
966:1996 = 
W/D 

S/S CYS 
ENV 
342:1998 = 
W/D 

S/S CYS EN 
795:1997 = 
W/D 



7512 

METROLOGY AND MEASUREMENT. 
PHYSICAL PHENOMENA 

CYSENDocument: 

CYSENIS015667:2000-

issl 

CYSEN12639:2000-iss1 

CYSEN60534-8-1:2001-

issl 

CYSEN60704-2-1:2001 

CYSEN61125:1993-iss1 

Title -<: ·■:.■■■■■■-· 

Acoustics - Guidelines for noise control by 
enclosures and cabins 

Liquid pumps and pump units - Noise test 
code - Grade 2 and grade 3 of accuracy 

Industrial-process control valves - Part 8: 
Noise considerations - Section 1: 
Laboratory measurement of noise 
generated by aerodynamic flow through 
control valves 

Household and similar electrical appliances 
— Test code for the determination of 
airborne acoustical noise — Part 2-1: 
Particular requirements for 
vacuum cleaners 

Unused hydrocarbon-based insulating 
liquids — Test methods for evaluating the 
oxidation stability 

ICS1 : 

17.140.10 

17.140.20 

17.140.20 

17.140.20 

17.220.99 

Withdrawn 
S/S CYS EN 
ISO 
15667:2000 
= W/D 

S/S CYS EN 
12639:2000 
= W/D 

S/S CYS EN 
60534-8-

1:2001 = 
W/D 

S/S CYS EN 
60704-2-

1:1995 = 
W/D 

S/S CYS EN 
61125:1993 
= W/D 



7513 

MECHANICAL SYSTEMS AND 
COMPONENTS FOR GENERAL USE 

CYSENDocument: ■:'■ 

CYSEN 10226-1:2004 

Title-;>&^\ϊ--:&-:.■'::■■; '■: ■*«■■*■' -
:
. V - , i -

Pipe threads where pressure tight joins are 
made on the threads — Part 1: Taper 
external threads and parallel internal 
threads — dimensions, 
tolerances and designation 

ICS1 ^ 

21.040.30 

Withdrawn 



7514 

FLUID SYSTEMS AND COMPONENTS 
FOR GENERAL USE 

CYSENDocument: 

CYSEN850:1997-iss1 

CYSEN 14427:2004 

CYSEN13445-6:2002-
iss2 

CYSEN13480-6:2004 

CYSEN295-6:1999-iss1 

CYSEN1916:2002-iss1 

CYSEN12516-2:2004 

CYSENISOI3710:2004 

Title Ύ-- ·.·...■ 

Transportable gas cylinders - Pin-index, 
yoke-type valve outlet connections for 
medical use 

Transportable refillable fully wrapped 
composite cylinders for Liquefied 
Petroleum Gases (LPG) —Design arid 
Construction 
Unfired pressure vessels — Part 6: 
Requirements for the design and 
fabrication of pressure vessels and 
pressure parts constructed from 
spheroidal graphite cast iron 
Metallic industrial piping — Part 6: 
Additional requirements for buried piping 

Vitrified clay pipes and fittings and pipe 
joints for drains and sewers — Part 6: 
Requirements for vitrified clay manholes 

Concrete pipes and fittings, unreinforced, 
steel fibre and reinforced 

Industrial valves — Sheli design strength 
— Part 2: Calculation method for steel 
valve shells 
Petroleum, petrochemical and natural gas 
industries — Reciprocating positive 
displacement pumps 

ICS1 

23.020.30 

23.020.30 

23.020.30 

23.040.01 

23.040.30 

23.040.50 

23.060.01 

23.08 

Withdrawn 

S/S CYS EN 
850:1997 = 
W/D 

S/S CYS EN 
13445-

6:2002-iss1 
= W/D 

S/S CYS EN 
295-6:1996 = 
W/D 

S/S CYS EN 
1916:2002 = 
W/D 



7515 

25 MANUFACTURING ENGINEERING | 

CYSENDocumer.t: 

CYSEN60745-1:2003-
iss2 

CYSEN60745-2-18:2004 

Title- : · ; 

Hand-held motor-operated electric tools — 
Safety — Part 1: General requirements 

Hand-held motor-operated electric tools — 
Safety — Part 2-18: Particular 
requirements of strapping toois 

ICS1 

25.140.20 

25.140.20 

Withdrawn 
S/S CYS EN 
60745-
1:2003-iss1 
=W/D 



7516 

|29 ELECTRICAL ENGINEERING 

CYSENDocument: 

CYSEN61000-4-12:1996-

issl 

CYSEN62155:2003-issi 

CYSEN60309-2:1999-

iss1 

CYSEN60309-1:1999-

issl 

CYSEN60079-2:2004 

CYSEN60900:2004 

CYSEN60349-2:2001 

Title ':.· '•'
;
-' :='■■■-.■ ■,...-

Electromagnetic compatibility (EMC) — 
Part 4-12: Testing and measurement 
techniques — Oscillatory waves immunity 
test 

Hollow pressurized and unpressurized 
ceramic and glass insulators for use in 
electrical equipment with rated voltages 
greater than 1000 V 

Plugs, socket-outlets and couplers for 
industrial purposes — Part 2: Dimensional 
interchangeability requirements for pin and 
contact-tube accessories 

Plugs, socket-outlets and couplers for 
industrial purposes — Part 1: General 
requirements 

Electrical apparatus for explosive gas 
atmospheres — Part 2: Pressurized 
enclosures "p" 

Live working — Hand tools for use up to 1 
000 V a.c. and 1 500 V d.c. 

Railway applications - Rotating electrical 
machines for rail and road vehicles Part 2: 
Electronic converter-fed alternating current 
motors 

ICS1 

29.02 

29.080.10 

29.120.30 

29.120.30 

29.260.20 

29.260.99 

29.28 

Withdrawn 
S/S CYS EN 
61000-4-

12:1996 = 
W/D 

S/S CYS EN 
62155:2003 
= W/D. S/S 
CYS EN 
61264:1999 
= W/D 2006-

05-01 

S/S CYS EN 
60309-

2:1999 = 
W/D 

S/S CYS EN 
60309-

1:1999 = 
W/D 

S/S CYS EN 
60900:1994-

issl = W/D 

S/S CYS 
ENV 60349-

2:1994 = 
W/D 



7517 

131 ELECTRONICS | 

CYSENDocument: 

CYSEN61360-5:2004 

CYSEN60749-29:2003-

issl 

CYSEN60749-17:2003-

issl 

CYSEN60749-18:2003-

iss2 

CYSEN60130-9:2001 

CYSENIS011670:2003-

iss2 

CYSENISQ13695:2004 

Title · ·..■'■·■■■■■' ■■
:
'-'-V--

i
.v' 

Standard data element types with 
associated classification scheme for 
electric components — Part 5: Extensions 
to the EXPRESS dictionary schema 

Semiconductor devices — Mechanical and 
climatic test methods — Part 29: Latch-up 
test 

Semiconductor devices — Mechanical and 
climatic test methods — Part 17: Neutron 
irradiation 

Semiconductor devices — Mechanical and 
climatic test methods — Part 18: Ionizing 
radiation (total dose) 

Connectors for frequencies below 3 MHz -

Part 9: Circular connectors for radio and 
associated sound equipment 

Lasers and laser-related equipment — Test 
methods for laser beam parameters — 
Beam positional stability 

Optics and photonics — Lasers and laser 
related equipment — Test methods for the 
spectral characteristics of lasers 

ICS1 ΐ 

31.02 

31.08 

31.080.01 

31.080.01 

31.220.10 

31.26 

31.26 

Withdrawn 

S/S CYS EN 
60749-

29:2003 = 
W/D 
S/S CYS EN 
60749-

17:2003 = 
W/D 

S/S CYS EN 
60749-

18:2003-iss1 
= W/D, S/S 
CYS EN 
60749:1999 
= W/D 2006-

02-01 

S/S CYS EN 
60130-

9:1997 = 
W/D 
S/S CYS EN 
ISO 
11670:2003-

issl = W/D 



7518 

TELECOMMUNICATIONS. AUDIO AND 
VIDEO ENGINEERING 

CYSENDocument: ■ 

CYSEN61000-4-14:1999-

issl 

CYSEN61000-4-16:1998-

issl 

CYSEN61000-4-17:1999-

issl 

CYSEN61000-4-28:2000-

issl 

CYSEN50289-1-15:2004 

CYSEN61937-4:2003-

issl 

CYSEN61280-4-1:2004 

CYSEN61290-5-2:2004 

CYSEN61850-8-1:2004 

Title =■■':■ 
Electromagnetic Compatibility (EMC) — 
Part 4-14: Testing and measurement 
techniques — Voltage fluctuation immunity 
test 
Electromagnetic compatibility (EMC) — 
Part 4-16: Testing and measurement 
techniques — Test for immunity to 
conducted, common mode disturbances in 
the frequency range 0 Hz to 150 kHz 
Electromagnetic compatibility (EMC) — 
Part 4-17: Testing and measurement 
techniques — Ripple on d.c. input power 
port immunity test 
Electromagnetic compatibility (EMC) — 
Part 4-28: Testing and measurement 
techniques — Variation of power 
frequency, immunity test 
Communication cables — Specifications 
for test methods — Part 1-15: 
Electromagnetic performance— Coupling 
attenuation of links and channels 
(Laboratory conditions) 
Digital audio — Interface for non-linear 
PCM encoded audio bitstreams applying 
IEC 60958 — Part 4: Non-linear PCM 
bitstreams according to the MPEG audio 
format 
Fibre-optic communication subsystem test 
procedures — Part 4-1: Cable plant and 
links — Multimode fibre-optic cable plant 
attenuation measurement 
Optical amplifiers — Test methods — Part 
5-2: Reflectance parameters — Electrical 
spectrum analyser method 

Communication networks and systems in 
substations — Part 8-1: Specific 
Communication Service Mapping (SCSM) 
— Mappings to MMS (ISO 9506-1 and ISO 
9506-2) and to ISO/IEC 8802-3 

ICS1 

33.100.20 

33.100.20 

33.100.20 

33.100.20 

33.120.10 

33.160.30 

33.180.01 

33.180.30 

33.2 

Withdrawn 
S/S CYS EN 
61000-4-

14:1999 = 
W/D 

S/S CYS EN 
61000-4-

16:1998 = 
W/D 

S/S CYS EN 
61000-4-

17:1999 = 
W/D 
S/S CYS EN 
61000-4-

28:2000 = 
W/D 

S/S CYS EN 
61937-

4:2003 = 
W/D 



7519 

INFORMATION TECHNOLOGY. OFFICE 
MACHINES 

CYSENDocument: 

CYSEN12253:2004 

Title =·;^ν» i ; ; ^ ^ >>.;■ ' ' ν ,'·,-::--s^, Λ \ . : 

Road transport and traffic telematics — 
Dedicated short-range communication — 
Physical layer using microwave at 5.8 GHz 

ICS1 V 

35.240.60 

Withdrawn 
S/S CYS 
ENV 
12253:1997 
= W/D 



7520 

|43 ROAD VEHICLE ENGINEERING 

CYSENDocument: 

CYS EN 1501-1:1988-iss 

Tit le^- i r ■
!
>:̂ '

i
='̂

i
>-i--".'-

:
■'·'" -v'^■'■-■' ■■·■ '■ '■■■■ 

Refuse collection vehicles and their 
associated lifting devices — General 
requirements and safety requirements — 
Part 1: Rear-end loaded refuse 
collection vehicles 

ICS1 

43.16 

Withdrawn 

S/S CYS EN 
1501-1:1998 
= W/D 



7521 

145 RAILWAY ENGINEERING 

CYSENDociiment: 

CYSEN 13775-5:2004 

Ti t led ' ^ - ^ •■^■ν , / ^ - ' - ί -
1
: " ^^^ : ^ - 'Λ: - ' : " 

Railway applications — Measuring of new 
and modified freight wagons — Part 5: 
Bogies with 3 wheelsets 

ICS1 

45.060.20 

Withdrawn 



7522 

SHIPBUILDING AND MARINE 
STRUCTURES 

CYSENDocument: 

CYSENIS015749-

4:2004 

Title ·ν-:ϊ:. ΐ.>-.Λΐ :;ΐ:;ίί= y.i^ :-% K.. ■>;:': ■·■-'■■.■ 
Ships and marine technology — Drainage 
systems on ships and marine structures — 
Part 4: Sanitary drainage, sewage disposal 
pipes 

ICS1 ; 

47.020.30 

Withdrawn 



7523 

J53 MATERIALS HANDLING EQUIPMENT ] 

CYSENDocument: 

CYSEN13411-3:2004 

CYSEN13411-6:2004 

CYSEN1756-2:2004 

Tit le "···"■: ■·■'■"■■' '.
:
'i.=-:-:r . / i - f - o ' ; ' ? ^

 :
\ ^ · . : . · · 

Terminations for steel wire ropes — Safety 
— Part 3: Ferrules and ferrule-securing 

Terminations for steel wire ropes — Safety 
— Part 6: Asymmetric wedge socket 

Tail lifts — Platform lifts for mounting on 
wheeled vehicles — Safety requirements 
— Part 2: Tail lifts for passengers 

ICS1 

53.020.30 

53.020.30 

53.020.99 

Withdrawn 



7524 

PACKAGING AND DISTRIBUTION OF 
GOODS 

CYSENDocument: > ; Title ICS1 'Withdrawn 

CYSEN 14053:2004 

CYSEN 14054:2003 

CYSENISO13355:2003 

CYSEN14149:2003 

Packaging — Packagings manufactured 
from corrugated or solid fibreboard — 
Types and construction 
Packaging — Paper and paperboard 
packaging — Design of cartons 
Packaging — Complete, filled transport 
packages and unit loads — Vertical 
random vibration test 
Packaging — Complete, filled transport 
packages and unit loads — Impact test by 
rotational drop 

55.16 

55.16 

55.180.40 

55.180.40 



7525 

59 TEXTILE AND LEATHER TECHNOLOGY 

CYSENDocument:;;- ! 

CYSEN13746:2004 

T i f l e W ^ : i - j 4 # ^ ^ 

Surfaces for sports areas — Determination 
of dimensional changes due to the effect of 
varied water, frost and heat conditions 

icsr-^:· 

59.080.60 

Withdrawn; 



7526 

|61 CLOTHING INDUSTRY 

CYSENDocument: ■ : 

CYSEN12958:2000-iss1 

Title ό -::r^O<rm^rr¥rm·;^---:--. 

Footwear — Test methods for shanks — 
Fatigue resistance 

1CS1 

61.06 

Withdrawn 

S/S CYS EN 
12958:2000 
= W/D 



7527 

|65 AGRICULTURE 

CYSENDocument: ; « 

CYSEN14397-2:2004 

T i t i f e ^ l : - ' ^ ' ^ - ^ ^ ^ ^ ' ^ · · ^ ' ■'-h
1
?--·

 ;
ΐ -

Fertilizers and liming materials — 
Determination of carbon dioxide — Part 2: 
Method for liming materials 

ICS1 

65.08 

Withdrawn 



7528 

|67 FOOD TECHNOLOGY 

CYSENDocument: ·! 

CYSENIS01735:2004 

CYSEN14332:2004 

Title 7:ά: ' ^>.^:.;*'
:
^

, ,
%·

:1
ν.'·>;-:: '·' ■- ·

ν
.
::>
-
:
· -

Cheese and processed cheese products — 
Determination of fat content — Gravimetric 
method (Reference method) 
Foodstuffs — Determination of trace 
elements — Determination of arsenic in 
seafood by graphite furnace atomic 
absorption spectrometry (GFAAS) after 
microwave digestion 

ICS1 

67.100.30 

67.120.30 

Withdrawn\ 



7529 

|71 CHEMICAL TECHNOLOGY 

CYSENDocurrient: 

CYSEN14456:2004 

Title *-p'>:'^>:r?;-V''-·-.··--'^^·^:^1r':"::T::-
Products used for treatment of water 
intended for human consumption — Bone 
charcoal 

ICS1 

71.100.80 

Withdrawn 



7530 

PETROLEUM AND RELATED 
TECHNOLOGIES 

CYSENDocument: ; 

CYSENIS02719:2002 

CYSENISO6245:2002 

CYSENISO20763:2004 

Title. ■ uc-:^M; :·': %η Μ ^ ■ .# .>:= >- ·?./·= & -

Determination of flash point — Pensky-

Martens closed cup method 

Petroleum products - Determination of ash 

Petroleum and related products — 
Determination of anti-wear properties of 
hydraulic fluids — Vane pump method 

ICS1 s 

75.08 

75.08 

75.12 

Withdrawn 

S/S CYS EN 
22719:1994 
= W/D 

S/S CYS EN 
ISO 
6245:1996 = 
W/D 



7531 

|77 METALLURGY 

CYSENDbcurrient: ΐ Η
: 

CYSEN12441-2:2002-

issl 

CYSEN10326:2004 

CYSEN10327:2004 

CYSEN10223-2:1998-

issl 

CYSEN14287:2004 

CYSEN485-2:2004 

Title ' '.v '■■■?■ mm:
:i i.:^Ki:;:*^

1
'*;^·? 

Zinc and zinc alloys — Chemical analysis 
— Part 2: Determination of magnesium in 
zinc alloys — Flame atomic absorption 
spectrometric method 

Continuously hot-dip coated strip and sheet 
of structural steels — Technical delivery 
conditions 

Continuously hot-dip coated strip and sheet 
of low carbon steels for cold forming -
Technical delivery conditions 

Steel wire and wire products for fences — 
Part 2: Hexagonal steel wire netting for 
agricultural, insulation and fencing 
purposes 
Aluminium and aluminium alloys — 
Specific requirements on the chemical 
composition of products intended to be 
used for the manufacture of 
packaging and packaging components 

Aluminium and aluminium alloys — Sheet, 
strip and plate — Part 2: Mechanical 
properties 

ICS1 f 

77.040.30 

77.140.50 

77.140.50 

77.140.65 

77.150.10 

77.150.10 

Withdrawn 
S/S CYS EN 
12441-

2:2002 = 
W/D 

S/S CYS EN 
10154:2002, 
CYS EN 
10214:1995, 
CYS EN 
10215:1995 
= W/D 

S/S CYS EN 
10154:2002, 
CYS EN 
10214:1995, 
CYS EN 
10215:1995 
= W/D 

S/S CYS EN 
10223-

2:1998 = 
W/D 

S/S CYS EN 
485-2:1995 = 
W/D 



7532 

179 WOOD TECHNOLOGY 

CYSENDocument: :■"■> 

CYSEN1218-4:2004 

CYSEN1218-5:2004 

Title ν κ//-;: - ; i v ^ ^r··^
: ::-.:-. ■■:/■■ -:;φ -v-i' 

Safety of woodworking machines — 
Tenoning machines — Part 4: Edge 
banding machines fed by chain(s) 
Safety of woodworking machines — 
Tenoning machines — Part 5: One side 
profiling machines with fixed table and feed 
rollers or fed by chain 

ICS1 'v:
#:·. 

79.120.10 

79.120.10 

Withdrawn 



7533 

{81 GLASS AND CERAMICS INDUSTRIES 

CYSENDocumerit: ^ \ 

CYSEN572-1:2004 

CYSEN572-2:2004 

CYSEN572-3:2004 

CYSEN572-4:2004 

CYSEN572-5:2004 

CYSEN572-6:2004 

CYSEN572-7:2004 

CYSEN623-3:2001 

CYSEN993-2:1995-iss1 

T i t le : - - ., 
Glass in building — Basic soda iime 
silicate glass products — Part 1: Definitions 
and general physical and mechanical 
properties 

Glass in building — Basic soda lime 
silicate glass products — Part 2: Float 
glass 

Glass in building — Basic soda lime 
silicate glass products — Part 3: Polished 
wire glass 

Glass in building — Basic soda lime 
silicate glass products — Part 4: Drawn 
sheet glass 

Glass in building — Basic soda lime 
silicate glass products — Part 5: Patterned 
glass 

Glass in building — Basic soda lime 
silicate glass products — Part 6: Wired 
patterned glass 

Glass in building — Basic soda lime 
silicate glass products — Part 7: Wired or 
unwired channel shaped glass 

Advanced technical ceramics — Monolithic 
ceramics — General and textural 
properties — Part 3: Determination of grain 
size and size distribution (characterized by 
the linear intercept method) 

Methods of test for dense shaped 
refractory products — Part 2: 
Determination of true density 

ICS1 5 

81.040.20 

81.040.20 

81.040.20 

81.040.20 

81.040.20 

81.040.20 

81.040.20 

81.060.30 

81.08 

Withdrawn 

S/S CYS EN 
572-1:1995 = 
W/D 

S/S CYS EN 
572-2:1995 = 
W/D 

S/S CYS EN 
572-3:1995 = 
W/D 

S/S CYS EN 
572-4:1995 = 
W/D 

S/S CYS EN 
572-5:1995 = 
W/D 

S/S CYS EN 
572-6:1995 = 
W/D 

S/S CYS EN 
572-7:1995 = 
W/D 

S/S CYS 
ENV 623-
3:1993 = 
W/D 

S/S CYS EN 
993-2:1995 = 
W/D 



7534 

183 RUBBER AND PLASTICS INDUSTRIES { 

CYSENDocumerit: 

CYSENISO8256:2004 

CYSEN302-1:2004 

CYSEN302-2:2004 

CYSEN302-3:2004 

CYSEN302-4:2004 

CYSEN302-6:2004 

CYSEN302-7:2004 

CYSEN289:2004 

Title ι - -■■■;;:. -̂.-.v-: ■■;■■.> . ^ r - r -

Plastics — Determination of tensile-impact 
strength 

Adhesives for load-bearing timber 
structures — Test methods — Part 1: 
Determination of bond strength in 
longitudinal tensile shear strength 

Adhesives for load-bearing timber 
structures — Test methods — Part 2: 
Determination of resistance to delamination 

Adhesives for load-bearing timber 
structures — Test methods — Part 3: 
Determination of the effect of acid damage 
to wood fibres by temperature and humidity 
cycling on the transverse tensile strength 

Adhesive for load-bearing timber structures 
— Test methods — Part 4: Determination 
of the effects of wood shrinkage on the 
shear strength 
Adhesives for load-bearing timber 
structures — Test methods — Part 6: 
Determination of the conventional pressing 
time 
Adhesives for load-bearing timber 
structures — Test methods — Part 7: 
Determination of the conventional working 
life 

Plastics and rubber machines — Presses 
— Safety requirements 

ICSIivKv' 

83.080.01 

83.18 

83.18 

83.18 

83.18 

83.18 

83.18 

83.2 

Withdrawn)-. 
S/S CYS EN 
ISO 
8256:1997 = 
W/D 

S/S CYS EN 
302-1:1992 = 
W/D 

S/S CYS EN 
302-2:1992 = 
W/D 

S/S CYS EN 
302-3:1992 = 
W/D 

S/S CYS EN 
302-4:1992 = 
W/D 

S/S CYS EN 
289:1994 = 
W/D 



7535 

887 PAINT AND COLOUR INDUSTRIES | 

CYSENDocument: 

CYSENIS01520:2001 

CYSENIS02810:2004 

CYSENIS013803:2004 

CYSEN12206-1:2004 

CYSENIS015181-

1:2004 

CYSENIS015181-
2:2004 

CYSENISO7143:2004 

CYSENIS015880:2004 

CYSENISO6744-1:2004 

CYSENISO6744-2:2004 

CYSENISO6744-3:2004 

CYSENISO6744-4:2004 

Title■■•■■^.".ΐ'.^ί-ν· ?.>-i^.^:
?
- '"::-y>-

: 

Paints and varnishes - Cupping test 

Paints and varnishes — Natural weathering 
of coatings — Exposure and assessment 

Paints and varnishes — Determination of 
reflection haze on paint films at 20 degrees 

Paints and varnishes — Coating of 
aluminium and aluminium alloys for 
architectural purposes — Part 1: Coatings 
prepared from coating powder 
Paints and varnishes — Determination of 
release rate of biocides from antifouling 
paints — Part 1: General method for 
extraction of biocides 
Paints and varnishes — Determination of 
release rate of biocides from antifouling 
paints — Part 2: Determination of copper-

ion concentration in the extract and 
calculation of the release rate 
Paints, varnishes and binders — Methods 
of test for characterizing water-based 
coating materials and binders 
Paints, varnishes and binders — 
Determination of MEQ value of water-

based coating materials and binders 

Binders for paints and varnishes — Alkyd 
resins — Part 1: General methods of test 

Binders for paints and varnishes — Alkyd 
resins — Part 2: Determination of phthalic 
anhydride content 
Binders for paints and varnishes — Alkyd 
resins — Part 3: Determination of 
unsaponifiable matter content 
Binders for paints and varnishes — Alkyd 
resins — Part 4: Determination of fatty acid 
content 

ICS1 r 

87.04 

87.04 

87.04 

87.04 

87.04 

87.04 

87.060.20 

87.060.20 

87.060.20 

87.060.20 

87.060.20 

87.060.20 

Withdrawn 
S/S CYS EN 
ISO 
1520:1995 = 
W/D 



7536 

CONSTRUCTION MATERIALS AND 
BUILDING 

CYSENDocument: < 

CYSEN1337-4:2004 

CYSEN1337-6:2004 

CYSEN14019:2004 

CYSEN12391-1:2003 

CYSEN13659:2004 

CYSEN13295:2004 

CYSEN 13396:2004 

CYSEN197-1:2000-iss1 

CYSEN 197-4:2004 

CYSEN1218-2:2004 

CYSEN12326-1:2004 

CYSEN12326-2:2000-
issl 

CYSEN13055-2:2004 

CYSEN13369:2004 

CYSEN 13748-2:2004 

CYSEN13164:2001-iss1 

Title ; y . ^ V / V v^^v;: /^-s ; v: : i> - :v-v 
Structural bearings — Part 4: Roller 
bearings 
Structural bearings — Part 6: Rocker 
bearings 
Curtain walling — Impact resistance — 
Performance requirements 
Chimneys — Execution standard for metal 
chimneys — Part 1: Chimneys for non-
roomsealed heating appliances 
Shutters — Performance requirements 
including safety 
Products and systems for the protection 
and repair of concrete structures — Test 
methods — Determination of resistance to 
carbonation 
Products and systems for the protection 
and repair of concrete structures — Test 
methods — Measurement of chloride ion 
ingress 

Cement— Part 1: Composition, 
specifications and conformity criteria for 
common cements 

Cement — Part 4: Composition, 
specifications and conformity criteria for 
low early strength blastfurnace cements 
Safety of woodworking machines — 
Tenoning r achines — Part 2: Double end 
tenoning and/or profiling machines fed by 
chain or chains 
Slate and stone products for discontinuous 
roofing and cladding — Part 1: Product 
specification 

Slate and stone products for discontinuous 
roofing and cladding — Part 2: Methods of 
test 

Lightweight aggregates — Part 2: 
Lightweight aggregates for bituminous 
mixtures and surface treatments and for 
unbound and bound applications 

Common rules for precast concrete 
products 

Terrazzo tiles — Part 2: Terrazzo tiles for 
external use 

Thermal insulation products for buildings — 
Factory made products of extruded 
polystyrene foam (XPS) — Specification 

ICS1 :; 

91.010.30 

91.010.30 

91.060.10 

91.060.40 

91.060.50 

91.080.40 

91.080.40 

91.100.10 

91.100.10 

91.100.15 

91.100:15 

91.100.15 

91.100.15 

91.100.30 

91.100.30 

91.100.60 

Withdrawn; 

S/S CYS EN 
197-1:2000 = 
W/D 

S/S CYS EN 
12326-
2:2000 = 
W/D 

S/S CYS EN 
13369:2001 
= W/D 

S/S CYS EN 
13164:2001 
= W/D 



7537 

CYSEN13165:2001-iss1 

CYSEN13166:2001-iss1 

CYSEN13171:2001-iss1 

CYSEN832:2000-iss1 

CYSENIS013790:2004 

Thermal insulation products for buildings — 
Factory made rigid polyurethane foam 
(PUR) products — Specification 

Thermal insulation products for buildings — 
Factory made products of phenolic foam 
(PF) — Specification 

Thermal insulation products for buildings — 
Factory made wood fibre (WF) products — 
Specification ■--;:..:·.,.: 

Thermal performance of buildings-

Calculation of energy use for heating-

Residential buildings 

Thermal performance of buildings — 
Calculation of energy use for space heating 

91.100.60 

91.100.60 

91.100.60 

91.140.10 

91.140.10 

S/S CYS EN 
13165:2001 
= W/D 

S/S CYS EN 
13166:2001 
= W/D 

S/S CYS EN 
13171:2001 
= W/D ... . 

S/S CYS EN 
832:2000 = 
W/D 



7538 

193 CIVIL ENGINEERING 1 

CYSENDocumeht: 

CYSEN1917:2002-iss1 

CYSEN14457:2004 

CYSEN12697-17:2004 

CYSEN12697-30:2004 

CYSEN 12697-34:2004 

CYSEN13286-2:2004 

CYSEN14227-3:2004 

CYSEN14227-4:2004 

Tit le;"-"" ' ■■:\--jr".tx-^--<(^^~-.^;--c. 

Concrete manholes and inspection 
chambers, unreinforced. steel fibre and 
reinforced 

General requirements for components 
specifically designed for use in trenchless 
construction of drains and sewers 

Bituminous mixtures — Test methods for 
hot mix asphalt — Part 17: Particle loss of 
porous asphalt specimen 
Bituminous mixtures — Test methods for 
hot mix asphalt — Part 30: Specimen 
preparation by impact compactor 

Bituminous mixtures — Test methods for 
hot mix asphalt — Part 34: Marshall test 

Unbound and hydraulically bound mixtures 
— Part 2: Test methods for the 
determination of the laboratory reference 
density and water content — 
Proctor compaction 
Hydraulically bound mixtures — 
Specifications — Part 3: Fly ash bound 
mixtures 
Hydraulically bound mixtures — 
Specifications — Part 4: Fly ash for 
hydraulically bound mixtures 

ICS1 

93.03 

93.03 

93.080.20 

93.080.20 

93.080.20 

93.080.20 

93.080.20 

93.080.20 

Withdrawn 

S/S CYS EN 
1917:2002 = 
W/D 



7539 

DOMESTIC AND COMMERCIAL 
97 EQUIPMENT. ENTERTAINMENT. 

SPORTS 

CYSENDbcument:
v -

CYSEN1116:2004 

CYSEN60335-2-48:2000 

CYSEN50229:2001 

CYSEN50350:2004 

CYSENV14443:2004 

CYSEN13453-1:2004 

CYSEN13453-2:2004 

CYSEN 13864:2004 

CYSEN14565:2004 

CYSEN71-1:2001-iss3 

CYSEN13451-10:2004 

CYSEN12235:2004 

CYSEN957-2:2003 

TiUe"-·: ■ = :■:■:"·':'.'■:■-■■ i ^ V - V , ^ / . · ^ 

Kitchen furniture - Co-ordinating sizes for 
kitchen furniture and kitchen appliances 

Specification for safety of household and 
similar electrical appliances. Particular 
requirements. Particular requirements for 
commercial electric grillers and toasters 

Electric clothes washer-dryers for 
household use — Methods of measuring 
the performance 

Charging control systems for household 
electric room heating of the storage type — 
Methods for measuring performance 
Domestic furniture - Seating - Test 
methods for the determination.of durability 
of upholstery 
Furniture — Bunk beds and high beds for 
non-domestic use — Part 1: Safety, 
strength and durability requirements 

Furniture — Bunk beds and high beds for 
non-domestic use — Part 2: Test methods 

Surfaces for sports areas - Determination 
of tensile strength of synthetic yams 
Resilient floor coverings — Floor coverings 
based upon synthetic thermoplastic 
polymers — Specification 

Safety of toys — Part 1: Mechanical and 
physical properties 

Swimming pool equipment — Part 10: 
Additional specific safety requirements and 
test methods for diving platforms, diving 
springboards and associated equipment 

Surfaces for sports areas - Determination 
of vertical ball behaviour 
Stationary training equipment — Part 2: 
Strength training equipment, additional 
specific safety requirements and test 
methods 

ICS1 

97.040.10 

97.040.20 

97.06 

97.100.10 

97.14 

97.14 

97.14 

97.15 

97.15 

97.200.50 

97.220.10 

97.220.20 

97.220.30 

Withdrawn 

S/S CYS EN 
1116:1996 = 
W/D 

S/S CYS EN 
60335-2-

48:1997-iss1 
= W/D, W/D 
+ S/S 2006-

02-01 

S/S CYS EN 
50229:1998 
= W/D 

S/S CYS EN 
71-1:2001-

iss2 = W/D 

S/S CYS EN 
957-2:1997 = 
W/D 


