
 
Δ.Δ. Παπ. ΙΙΙ(Ι)                                                                                                                                              Κ.Γ.Π. 281/2016 
Απ. 4968, 7.10.2016    

Απιθμόρ 281 

 
ΟΗ ΠΔΡΗ ΣΤΠΟΠΟΗΖΖ, ΓΗΑΠΗΣΔΤΖ ΚΑΗ ΣΔΥΝΗΚΖ ΠΛΖΡΟΦΟΡΖΖ ΝΟΜΟI ΣΟΤ 2002 ΔΧ 2012 

__________________ 
 

Γκςζημπμίδζδ αάζεζ ημο Άνενμο 5 ημο Βαζζημφ Νυιμο 156(Η)/2002  
ηαζ ημο Άνενμο 6 ημο Σνμπμπμζδηζημφ Νυιμο 57(Η)/2011 

 
Με ημ πανυκ βκςζημπμζείηαζ υηζ αάζεζ ηςκ Άνενςκ 5 ημο ααζζημφ Νυιμο 156(Η) ημο 2002 ηαζ 6 ημο ηνμπμπμζδηζημφ 
Νυιμο 57(Η)/2011 πμο νοειίγμοκ ηζξ δναζηδνζυηδηεξ ηδξ Σοπμπμίδζδξ, Γζαπίζηεοζδξ ηαζ Σεπκζηήξ Πθδνμθυνδζδξ, μ 
Κοπνζαηυξ Ονβακζζιυξ Σοπμπμίδζδξ (CYS) δδιμζζεφεζ ςξ Κοπνζαηά πνυηοπα ηα πζμ ηάης Δονςπασηά πνυηοπα: 
 
 

STANDARDS FROM EUROPEAN COMMITTEE FOR STANDARDIZATION (CEN) 

 
 

11 HEALTH CARE TECHNOLOGY 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN ISO 
5361:2016 

Anaesthetic and respiratory equipment - Tracheal tubes and 
connectors (ISO 5361:2016) 

11.040.10   

CYS EN ISO 
5361:2012 
And 
AC:2012 
=W/D 

CYS EN ISO 
5364:2016 

Anaesthetic and respiratory equipment - Oropharyngeal airways 
(ISO 5364:2016) 

11.040.10   

S/S CYS EN 
ISO 
5364:2011=
W/D 

 
 
 

13 ENVIRONMENT. HEALTH PROTECTION. SAFETY 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN 
13204:2016 

Double acting hydraulic rescue tools for fire and rescue service use 
- Safety and performance requirements 

13.220.10   

S/S CYS EN 
13204:2004 
+A1:2012 
=W/D 

CYS EN ISO 
5667-6:2016 

Water quality - Sampling - Part 6: Guidance on sampling of rivers 
and streams (ISO 5667-6:2014) 

13.060.10    

CYS CEN/TR 
16957:2016 

Bio-based products - Guidelines for Life Cycle Inventory (LCI) for 
the End-of-life phase 

13.020.60  

 
 
 

17 METROLOGY AND MEASUREMENT. PHYSICAL PHENOMENA 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN ISO 
11664-5:2016 

Colorimetry - Part 5: CIE 1976 L*u*v* Colour space and u', v' 
uniform chromaticity scale diagram (ISO/CIE 11664-5:2016) 

17.180.20   
S/S CYS EN 
ISO 11664-
5:2011=W/D 

CYS EN  
ISO 1:2016 

Geometrical product specifications (GPS) - Standard reference 
temperature for the specification of geometrical and dimensional 
properties (ISO 1:2016) 

17.040.01 
S/S CYS EN 
ISO 
1:2002=W/D 
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23 FLUID SYSTEMS AND COMPONENTS FOR GENERAL USE 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN ISO 
14456:2016 

Gas cylinders - Gas properties and associated classification 
(FTSC) codes (ISO 14456:2015) 

23.020.30    

CYS EN 
14423:2013 
+A1:2016 

Clamp type coupling assemblies for use with steam hoses rated for 
pressures up to 18 bar 

23.040.70   
S/S CYS EN 
14423:2013
=W/D 

 
 
 

25 MANUFACTURING ENGINEERING 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN ISO 
15618-1:2016 

Qualification testing of welders for underwater welding - Part 1: 
Hyperbaric wet welding (ISO 15618-1:2016) 

25.160.01   
S/S CYS EN 
ISO 15618-
1:2002=W/D 

CYS EN ISO 
17672:2016 

Brazing - Filler metals (ISO 17672:2016) 25.160.50 

S/S CYS  
EN ISO 
17672:2010
=W/D 

CYS EN 
ISO/ASTM 
52921:2016 

Standard terminology for additive manufacturing - Coordinate 
systems and test methodologies (ISO/ASTM 52921:2013) 

25.040.20  

CYS EN ISO 
17296-2:2016 

Additive manufacturing - General principles - Part 2: Overview of 
process categories and feedstock (ISO 17296-2:2015) 

25.040.20    

CYS EN ISO 
17296-3:2016 

Additive manufacturing - General principles - Part 3: Main 
characteristics and corresponding test methods (ISO 17296-
3:2014) 

25.040.20  

CYS EN ISO 
17296-4:2016 

Additive manufacturing - General principles - Part 4: Overview of 
data processing (ISO 17296-4:2014) 

25.040.20  

 
 
 

27 ENERGY AND HEAT TRANSFER ENGINEERING 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN ISO 
18846:2016 

Solid biofuels - Determination of fines content in quantities of 
pellets (ISO 18846:2016) 

27.190  

CYS EN ISO 
18847:2016 

Solid biofuels - Determination of particle density of pellets and 
briquettes (ISO 18847:2016) 

27.190   
S/S CYS EN 
15150:2011
=W/D 

 
 
 
 

35 INFORMATION TECHNOLOGY. OFFICE MACHINES 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS CEN/TR 
15232-2:2016 

Energy performance of buildings - Part 2: Accompanying TR prEN 
15232-1:2015 - Modules M10-4,5,6,7,8,9,10 

35.240.99  

CYS EN 
12896-2:2016 

Public transport - Reference data model - Part 2: Public transport 
network 

35.240.60 
S/S CYS EN 
12896:2006
=W/D 
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CYS EN 
12896-3:2016 

Public transport - Reference data model - Part 3: Timing 
information and vehicle scheduling 

35.240.60   
S/S CYS EN 
12896:2006
=W/D 

CYS EN 
12896-1:2016 

Public transport - Reference data model - Part 1: Common 
concepts 

35.240.60   
S/S CYS EN 
12896:2006
=W/D 

 
 
 

45 RAILWAY ENGINEERING 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN 
15566:2016 

Railway applications - Railway rolling stock - Draw gear and screw 
coupling 

45.060.01   

S/S CYS EN 
15566:2009
+A1:2010 
=W/D 

 

49 AIRCRAFT AND SPACE VEHICLE ENGINEERING 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN  
2997-002:2016 

Aerospace series - Connectors, electrical, circular, coupled by 
threaded ring, fire-resistant or non fire-resistant, operating 
temperatures - 65 °C to 175 °C continuous, 200 °C continuous, 
260 °C peak - Part 002: Specification of performance and contact 
arrangements 

49.060 

S/S CYS EN 
2997-
002:2012 
=W/D 

CYS EN  
2714-014:2016 

Aerospace series - Cables, electrical, single and multicore for 
general purpose - Operating temperatures between - 55 °C and 
260 °C - Part 014: DR family, 4 to 11 cores, taped, screened 
(braided) and jacketed, UV laser printable - Product standard 

49.060   

S/S CYS EN 
2714-
014:2009 
=W/D 

CYS EN  
2997-007:2016 

Aerospace series - Connectors, electrical, circular, coupled by 
threaded ring, fire-resistant or non fire-resistant, operating 
temperatures - 65 °C to 175 °C continuous, 200 °C continuous, 
260 °C peak - Part 007: Hermetic receptacle with round flange 
attached by welding or brazing - Product standard 

49.060 

S/S CYS EN 
2997-
007:2006 
=W/D 

CYS EN  
3375-007:2016 

Aerospace series - Cable, electrical, for digital data transmission - 
Part 007: Double braid - 77 Ohms - Type WW - Product standard 

49.060 

S/S CYS EN 
3375-
007:2006 
=W/D 

CYS EN  
3375-009:2016 

Aerospace series - Cable, electrical, for digital data transmission - 
Part 009: Single braid - CAN Bus - 120 ohms - Type WX - Product 
standard 

49.060 

S/S CYS EN 
3375-
009:2009 
=W/D 

CYS EN  
4534-2:2016 

Aerospace series - Bushes, plain in aluminium alloy with self-
lubricating liner, elevated load - Part 2: Dimensions and loads - 
Inch series 

49.035 
S/S CYS EN 
4534-
2:2009=W/D 

CYS EN  
4535-2:2016 

Aerospace series - Bushes, flanged in aluminium alloy with self-
lubricating liner, elevated load - Part 2: Dimensions and loads - 
Inch series 

49.035 
S/S CYS  
EN 4535-
2:2009=W/D 

CYS EN 
6080:2016 

Aerospace series - Rivet, 100° normal flush head, close tolerance - 
Inch series 

49.030.60    

CYS EN 
6081:2016 

Aerospace series - Rivet, universal head, close tolerance - Inch 
series 

49.030.60  

CYS EN  
4056-003:2016 

Aerospace series - Cable ties for harnesses - Part 003: Plastic 
cable ties - Operating temperatures -65 °C to 105 °C and -65 °C to 
150 °C - Product standard 

49.060  

CYS EN  
2997-005:2016 

Aerospace series - Connectors, electrical, circular, coupled by 
threaded ring, fire-resistant or non fire-resistant, operating 
temperatures - 65 °C to 175 °C continuous, 200 °C continuous, 
260 °C peak - Part 005: Hermetic square flange receptacle - 
Product standard 

49.060 

S/S CYS  
EN 2997-
005:2012 
=W/D 

CYS EN  
3155-001:2016 

Aerospace series - Electrical contacts used in elements of 
connection - Part 001: Technical Specification 

49.060 

S/S CYS EN 
3155-
001:2009 
=W/D 
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CYS EN 
6101:2016 

Aerospace series - Rivet, 100° medium flush head, close tolerance 
- Inch series 

49.030.60    

CYS EN 
6105:2016 

Aerospace series - Stud with shoulder 49.030.20    

CYS EN 
6129:2016 

Aerospace series - Blind bolt, protruding head, high strength, 
pulltype 

49.030.20  

 
 
 

53 MATERIALS HANDLING EQUIPMENT 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN 
16974:2016 

Conveyor belts - Indentation rolling resistance related to belt width 
- Requirements, testing 

53.040.20  

 
 
 

59 TEXTILE AND LEATHER TECHNOLOGY 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN 
1815:2016 

Resilient and laminate floor coverings - Assessment of static 
electrical propensity 

59.080.60 
S/S CYS EN 
1815:1998=
W/D 

CYS EN ISO 
3377-2:2016 

Leather - Physical and mechanical tests - Determination of tear 
load - Part 2: Double edge tear (ISO 3377-2:2016) 

59.140.30   
S/S CYS EN 
ISO 3377-
2:2002=W/D 

 
 
 

67 FOOD TECHNOLOGY 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN 
14112:2016 

Fat and oil derivatives - Fatty Acid Methyl Esters (FAME) - 
Determination of oxidation stability (accelerated oxidation test) 

67.200.10   
S/S CYS EN 
14112:2003
=W/D 

 

75 PETROLEUM AND RELATED TECHNOLOGIES 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS CEN/TR 
16982:2016 

Diesel blends and fuels - Cold filterability issues 75.160.20  

 
 

91 CONSTRUCTION MATERIALS AND BUILDING 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN 
13241:2003 
+A2:2016 

Industrial, commercial, garage doors and gates - Product standard, 
performance characteristics 

91.090 

S/S CYS EN 
13241-
1:2003 
+A1:2011 
=W/D 

CYS EN 
14351-1:2006 
+A2:2016 

Windows and doors - Product standard, performance 
characteristics - Part 1: Windows and external pedestrian doorsets 

91.060.50   

S/S CYS EN 
14351-
1:2006 
+A1:2010 
=W/D 
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CYS EN 
14037-1:2016 

Free hanging heating and cooling surfaces for water with a 
temperature below 120°C - Part 1: Pre-fabricated ceiling mounted 
radiant panels for space heating - Technical specifications and 
requirements 

91.140.10   
S/S CYS EN 
14037-
1:2003=W/D 

CYS EN 
14037-2:2016 

Free hanging heating and cooling surfaces for water with a 
temperature below 120°C - Part 2: Pre-fabricated ceiling mounted 
radiant panels for space heating - Test method for thermal output 

91.140.10   
S/S CYS EN 
14037-
2:2003=W/D 

CYS EN 
14037-3:2016 

Free hanging heating and cooling surfaces for water with a 
temperature below 120°C - Part 3: Prefabricated ceiling mounted 
radiant panels for space heating - Rating method and evaluation of 
radiant thermal output 

91.140.10   
S/S CYS EN 
14037-
3:2003=W/D 

CYS EN 
14037-4:2016 

Free hanging heating and cooling surfaces for water with a 
temperature below 120°C - Part 4: Pre-fabricated ceiling mounted 
radiant panels - Test method for cooling capacity 

91.140.10  

CYS EN 
14037-5:2016 

Free hanging heating and cooling surfaces for water with a 
temperature below 120°C - Part 5: Open or closed heated ceiling 
surfaces - Test method for thermal output 

91.140.10    

CYS EN 
12602:2016 

Prefabricated reinforced components of autoclaved aerated 
concrete 

91.100.30   

S/S CYS EN 
12602:2008
+A1:2013 
=W/D 

CYS CEN/TR 
16947-2:2016 

Building Management System - Part 2: Accompanying prEN 
16947-1:2015 - Modules M10-12 

91.120.10  

 
 
 

93 CIVIL ENGINEERING 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS EN 
16272-4:2016 

Railway applications - Track - Noise barriers and related devices 
acting on airborne sound propagation - Test method for 
determining the acoustic performance - Part 4: Intrinsic 
characteristics - In situ values of sound diffraction under direct 
sound field 

93.100  

 
 
 

97 DOMESTIC AND COMMERCIAL EQUIPMENT. ENTERTAINMENT. SPORTS 

    

CYS EN    
Document: 

Title ICS1 Withdrawn 

CYS CEN/TR 
16946-2:2016 

Energy Performance of Buildings - Inspection of Building 
Automation, Controls and Technical Building Management - Part 2: 
Accompanying TR prEN 16946-1:2015 - Modules M10-11 

97.120    

ΑΛΛΔ ΔΚΓΟΔΙ 
 

CWA 
17056:2016 

Safepost - Postal supply chain security - Standardization needs 

 
 
ΠΡΟΣΤΠΑ ΠΟΤ ΔΥΟΤΝ ΑΠΟΤΡΘΔΙ 

 

CYS EN ISO 
14660-2:2000 

Geometrical Product Specifications (GPS) - Geometrical features - Part 2: Extracted median line of 
a cylinder and a cone, extracted median surface, local size of an extracted feature (ISO 14660-
2:1999) 

CYS EN ISO 
14660-1:2000 

Geometrical Product Specifications (GPS) - Geometrical features - Part 1: General terms and 
definitions (ISO 14660-1:1999) 

CYS EN ISO 
5511:1997 

Oilseeds - Determination of oil content - Method using continuous-wave low-resolution nuclear 
magnetic resonance spectrometry (Rapid method) (ISO 5511:1992) 

1954



CYS CEN/TR 
14709:2006 

Postal services - Quality of service - Guide for the implementation of EN 13850 

CWA 
14641:2009 

Security Management System for Security Printing 

CWA 
45547:2004   

Manual for Determination of Combined Heat and Power (CHP) 

CWA 
15596:2006 

Code of Practice on cleanability of commercial food equipment used in the retail and catering 
sectors 

CWA 
15374:2005 

Security Management System for suppliers to secure printing industry 

CWA 
15740:2008 

Risk-Based Inspection and Maintenance Procedures for European Industry (RIMAP) 

CWA 
15884:2008 

Environmental technology verification - Soil and groundwater site characterization, monitoring and 
remediation technologies 

CWA 
15846:2008   

Measuring method for Dynamic Compactness & Bearing Capacity with SP-LFWD (Small - plate 
Light Falling Weight Deflectometer) 

CWA 
16030:2009 

Code of practice for implementing quality in mobility management in small and medium sized cities 

CWA 
16060:2009 

Environmental technology verification - Air emission abatement technologies 

CWA 
16106:2010 

PPE for Chemical, Biological, Radiological and Nuclear, (CBRN) Hazards 

CWA 
16107:2010 

Emergency Services Capability Framework 

CWA 
15965:2009   

Consumer confidence and nomenclature in the diamond industry 

CWA 
15995:2009 

Business Aircraft Operations - Code of practice for the management of non-commercial operations 
with complex motor-powered aircraft 

CWA 
15526:2006 

European Network for Administrative Nomenclature 

CWA  
15264-1:2005 

Architecture for a European interoperable eID system within a smart card infrastructure 

CWA  
15264-2:2005   

Best Practice Manual for card scheme operators exploiting a multi-application card scheme 
incorporating interoperable IAS services 

CWA  
15264-3:2005   

User Requirements for a European interoperable eID system within a smart card infrastructure 

CWA  
15931-1:2009 

Disaster and emergency management - Shared situationawareness - Part 1: Message structure 

CWA  
15931-2:2009 

Disaster and emergency management - Shared situationawareness - Part 2: Codes for the 
message structure 

CWA 
15453:2005   

Harmonisation of vocabularies for eLearning 

CWA 
15236:2005 

Analysis of standardization requirements and standardization 

CWA  
15914-1:2009   

Criteria, methodology and procedures for creating an E-codification concerning substances used in 
Pharmaceutical compounding 

CWA 
16026:2009   

Standardisation of Online Dispute Resolution Tools 
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ΓΙΟΡΘΧΔΙ  KEIMENΧΝ ΠΡΟΣΤΠΧΝ ΑΠΟ ΠΡΟΗΓΟΤΜΔΝΔ ΓΗΜΟΙΔΤΔΙ 

 
 

CYS EN    
Document: 

Title MODIFICATIONS 

CYS EN ISO 
80000-8:2007 

Quantities and units - Part 8: 
Acoustics 

— 0.3.1 e) The sentence was reworded. 
— 8-3.b In the definition, the sign ― ‖ was replaced by the sign ― ‖ 
after ―dec‖. 
— 8-18 In the definition and in the remarks, the subscript ― ‖ was 
deleted. 
In the definition, ―frequency-weighted‖ was deleted. 
— 8-22 In the definition and in the remarks, the subscript ― ‖ was 
deleted. 
In the definition, ―frequency- and time-weighted‖ was deleted. 
In the remarks, ―, or both‖ was added at the end of the first line. 
In the remarks, ―and/or specific frequency bands‖ was changed 
to ―or specific frequency bands or 
both‖ in the second line. 
— 8-23 In the definition, ―is‖ was added after ―reference value‖. 
— 8-24 In the definition, ―is‖ was added after ―reference value‖. 

CYS EN ISO 
14272:2016 

Resistance welding - 
Destructive testing of welds - 
Specimen dimensions and 
procedure for cross tension 
testing of resistance spot and 
embossed projection welds 
(ISO 14272:2016, Corrected 
version 2016-09-01) 

ISO has published a corrected version 
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